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GENERAL DESCRIPTION: 
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Toxalert’s Model RHSC, shown at 
right, is a horn/strobe combination used 
in conjunction with Toxalert gas 
detection systems and provides 
excellent visual & audible indication if 
warning or alarm conditions exist.  
This strobe light is available in five 
colors – red, amber, blue, green and 
clear, with a choice of three voltage 
options (see specifications). 
The Model RHSC is designed for both 
indoor and outdoor environments. 

Model RHSC  
 
SPECIFICATIONS: 
Lamp Life:  4000 hours (Ideal) 
Lamp Style:  Strobe 
Operating Temperature:   Strobe 

      -31º F to 150º F 
                                          (-35º C to 66º C) 
Net Weight:  Strobe – 0.1 lbs.; Horn – 1.4 lbs.  
Shipping Weight: Strobe – .25 lbs.; Horn –  1.5 lbs. 
Height: Strobe –  3-7/8” ;  Horn –  4” 

Width: Strobe –  3-15/16”;  Horn –  4
Depth:  Horn – 2.5” 
Voltage Options: 12VDC, 24VDC, 1
Available  Strobe Colors:  Red, Amb
Green & Clear 
- All  Models Surface Mountable 
- UL Listed and CSA Approved 

 
 
ORDERING INFORMATION 
 
Part Number Designation –  
 
“RHSC – VOLTAGE – COLOR”  
 
VOLTAGE =   12 VDC       COLOR = RED 
      24 VDC          AMBER 
    120 VAC          BLUE 
                GREEN 
                CLEAR 
 
OPTIONS –  
 
WB – Optional cast aluminum neoprene – gasketed weatherprooof housing for outside use, comp
mounting lugs; tapped for 1/2 “ conduit; 4 3/8” square box; 2” deep. 
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